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CERTIFIED MOLD INSPECTIONS AND TESTING~ CERTIFIED RADON TESTING~LOW CRAWLSPACE
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Weyers Cave VA 24486
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Gary Blosser
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David Lee

This report is an addendum to the orginial inspection report.
Please read this prior to reviewing the re-evaluation inspection report.
The re-evaluation inspection is based upon the original home inspection report and the comments made
during the original inspection. Regardless of buyer/seller agreements regarding the orginial inspection
comments, the inspector will conduct the re-evaluation inspection according to the original inspection
report comments.The re-evaluation inspection does not determine if the work: was conducted by a
licensed contractor, if building permits were issued for the work, if the work meets any building codes
local or otherwise, or if the materials used to make the corrections meets the requirements or
specifications of any manufacturer.
If AHI did not collect pre-mold remediation samples we do not conduct post mold remediation
evalautions due to insufficient data to determine the effectivesness of the mold remediation. Radon
mitigation systems must have a test conducted to determine the functionality of the system, if AHI did
not conduct a radon test we cannot comment on the effectiveness of the system, even if a report is
provide by another certified radon tester.
Photographs: The re-evaluation inspection includes the original photographs taken during the initial
inspection and the new pictures taken during the re-evaluation inspection, Please note the time and
date stamp in the lower right corner of the picture.
Blue Text: Originally reported issue remains. Not repaired, repairs not sufficient.
Green Text: Orginally reported issue no longer exists or a contractors invoice or report was
presented.
Those Present During The Inspection:

Estimated Year Built:

Occupied/Vacant:

Client/s

1996, Property has had additions built over

Occupied

the years. Dates are unknown.
Weather At Start Of Inspection:

Rain In The Last Three Days:

Main Electrical Feed:

Clear

No

Under Ground
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Most Important Discoveries Please read the entire report.

Most Important Discoveries
In my professional opinion, this courtesy list is a list of the most important
discoveries noted during the inspection.
This list is supplied as a courtesy and based upon the opinion of the inspector. It is your responsibility to read the
entire report and determine what is most important to you.
We recommend that all repairs be conducted by licensed and insured contractors.
Your property inspection comes with a great feature to assist you in creating a repair list.
Right Click To Open For An Instructional Video.
How To Create Your Repair List

Deficiencies: The term deficiencies shall apply to those items that could affect the decision of a reasonable person
to purchase the Property, and shall not include cosmetic items, matters of preference, or grandfathered systems or
features that are properly functioning but would not comply with current building codes if constructed or installed
today. If a system is near, at or beyond its projected life and properly functioning, such system will not be deemed a
deficiency as defined herein. "Virginia Association of Realtors Purchase Contract."

6. Electrical System
6.2

Smoke and CO Detectors
Evaluated
The right wing front bedroom/s did not have a smoke detector installed at the time of inspection.
For occupant safety install smoke detectors in all locations recommended by the NFPA and follow all of the
manufacturers recommendations for testing, and detector and battery replacement. Follow this link for more
information. NFPA
Requested Re-evaluation Inspection Comments 7/26/2022 Smoke detectors have not been installed.

6.2

6.2
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7. Plumbing System
7.8

Gas/Oil Line and Shut Off Valve
Evaluated
(1) This statement is required by the Virginia home inspector regulations. Have a licensed plumber with gas fitter
endorsement or a licensed electrician verify proper bonding.
§54.1-517.2:1. Home inspection; required statement related to the presence of yellow shaded corrugated stainless
steel tubing.
A. As used in this section: "Bonding" means connecting metallic systems to establish electrical continuity and
conductivity.
"Corrugated stainless steel tubing" or "CSST" means a flexible stainless steel pipe used to supply natural gas or
propane in residential, commercial, and industrial structures.
"Grounding" means connecting to the ground or to a conductive body that extends to ground connection.
B. If a home inspector observes the presence of any shade of yellow corrugated stainless steel tubing during a home
inspection in a home that was built prior to the adoption of the 2006 Virginia Construction Code, effective May 1,
2008, he shall include that observation in the report along with the following statement: "Manufacturers believe that
this product is safer if properly bonded and grounded as required by the manufacturer's installation instructions.
Proper bonding and grounding of the product should be determined by a contractor licensed to perform the work in
the Commonwealth of Virginia."
Requested Re-evaluation Inspection Comments 7/26/2022 Corrected, see the contractors invoice.

7.8

7.8

Prepared Using HomeGauge http://www.HomeGauge.com : Licensed To Michael Donitzen

Aztec Home Inspections Inc.

Blosser

Report Explanation
The body of the report contains a list of all inspected items and all documentation made during
the inspection. Pictures and videos of every discovery are not taken and the purpose of any
provided picture or video is to assist in the description and location of the discovery.

Most Important Discoveries: Discoveries that in the opinion the inspector are the most important
or were not operational when evaluated.
Intermediate Discoveries: Items that in the opinion of the inspector would enhance occupant
safety and the property. May also include questions for the property seller.
Typical Maintenance/Upgrade Discoveries: Discoveries that in the opinion of the inspector are
typically found during a property evaluation and are considered typical maintenance and
upgrades.
Evaluated (EV): The existing, visible and accessible component/item was evaluated at the time
of the inspection. If no comments were made pertaining to that component/item, in the opinion
of the inspector, it was determined the component/item was performing and in satisfactory
condition at the time of inspection. Performing/Satisfactory, does not consider normal wear and
tear, or typical maintenance. Systems and components can be performing/satisfactory but need
typical maintenance and have some wear and tear. If a comment was made regarding a
component, the comment only relates to that portion of that system. The balance of the system
was deemed to be preforming/satisfactory at the time of the evaluation.
Not Evaluated (NE): A component or system that would normally be inspected and included as a
part of the inspection. A valid reason will be given as to why the system or component of a
system was not evaluated.
Not Applicable (NA): The property did not have the system or component at the time of the
evaluation.
Digital Pictures (or video): Pictures and videos of every discovery are not taken and the purpose
of the provided pictures (or video) is to assist in the location of the noted discovery and do not
add importance to the discovery. Do not use any pictures or videos to determine the extent of
repairs.
Deficiencies: "The term deficiencies shall apply to those items that could affect the decision of a
reasonable person to purchase the Property, and shall not include cosmetic items, matters of
preference, or grandfathered systems or features that are properly functioning but would not
comply with current building codes if constructed or installed today. If a system is near, at or
beyond its projected life and properly functioning, such system will not be deemed a deficiency
as defined herein. Virginia Association of Realtors".
Notice to Third Parties: You are advised to hire a Virginia licensed and insured home inspector of your choosing to provide
you with your own inspection and report. This report only states the visible and apparent condition the property was in on the
date listed on the introduction page.
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1. Exterior
Styles & Materials
Exterior Siding Material:
Brick

Roof Covering Material:
Asphalt Shingle

Roof Viewed From:
Drone Service

Items
1.0 Exterior Wall Covering
Comments: Evaluated

The brick has open mortar joints. Point up all openings and seal all cracks with mortar to guard
against water intrusion and future damage.

1.0

1.0

1.0
1.1 Exterior Trim (Soffit/Fascia/Eaves/Doors/Windows)
Comments: Evaluated

(1) The exterior trim has bare areas, cracked and/or peeling paint. Sand, scrape, caulk and apply a
finish coat of exterior paint to all bare areas to guard against water absorption and damage.
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1.1

(2) The exterior trim has areas of minor water damaged. Sand, caulk, fill and paint to guard against
additional damage.

1.1

1.1

1.1

1.1
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1.1
1.2 Shrubs/Ground Slope
Comments: Evaluated

Cut back all trees and shrubs to allow at least one foot between the property and the limbs to
prevent damage to the property.

1.2

1.2

1.2
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1.3 Gutter and Downspout System
Comments: Evaluated

(1) There are signs of erosion below the gutter. The typical cause is over flowing gutters due to
debris build up. Clean the gutters and flush the downspouts with a garden hose to ensure free water
flow.

1.3

1.3

1.3

(2) Some gutters have debris build which can cause water blockage and over flowing. Clean the
gutters to promote adequate water flow, make any needed repairs and consider installing gutter
guards.. Click here to learn more. Clean Gutters Protect Your Home
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1.3
1.4 Exterior Stairs/Railings
Comments: Evaluated
1.5 Decks/Porches/Stoops/Patios/Balconies (Flooring and Support)
Comments: Evaluated
1.6 Driveways/Walkways
Comments: Evaluated
1.7 Roof Covering/Ventilation/Flashing
Comments: Evaluated

The roof shingle are showing signs of age, cracked shingle and granular loss, and possible hail
damage. Have the roof evaluated by a licensed roofing contractor to determine the need for repair
and remaining life.
Requested Re-evaluation Inspection Comments 7/26/2022 Please review the roofing
contractors report and comments.

1.7

1.7
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1.7

1.7

1.7

1.7

1.7

1.7

1.8 Retaining Walls (Adjacent to the inspected building)
Comments: Evaluated
1.9 Window Wells
Comments: Evaluated
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2. Built-In Appliances
All appliances labeled Evaluated (EV) indicates the appliances was operational on
the day it was evaluated, we cannot determine when the appliance will cease to
function. Operational does not mean without maintenance needs and cosmetic
imperfections. Please use the Closing Walk Through Items to Check form and reevaluate all appliances during your closing walk through and contact use
immediately by e-mailing mike@aztechomeinsp.com if an appliance is not
operational.
Items
2.0 Dishwasher
Comments: Evaluated
2.1 Range
Comments: Evaluated

The anti-tip device for the range is not securely installed or is missing. Make corrections to prevent
forward tipping and injury. Click to learn more. Why Anti Tip

2.1
2.2 Microwave/Hood Exhaust Fan
Comments: Evaluated
2.3 Refrigerator
Comments: Evaluated
2.4 Garbage Disposal
Comments: Evaluated
2.5 Clothes Dryer and Connections
Comments: Evaluated
2.6 Clothes Washer and Connections
Comments: Evaluated

2.1 Anti-tip bracket

Aztec Home Inspections Inc.
2.7 Built-In Oven
Comments: Evaluated
2.8 Cooktop
Comments: Evaluated
2.9 Warming Drawer
Comments: Evaluated

Blosser
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3. Interior
Occupied: The property was occupied/furnished at the time of inspection. Areas
behind and below furniture, area rugs and wall hangings was not visible.
Receptacles and light switches behind furnishing were not evaluated as well as
blocked windows, doors and access panels. Closets and sink cabinets had stored
items and were not fully visible. Evaluate these areas during the closing walk
through and document any findings. Please call 540-830-0259 with any questions.
Semi-Vacant: Some rooms of the property were furnished at the time of
inspection. Areas behind and below furniture, area rugs and wall hangings was
not visible. Outlets and light switches behind furnishing were not evaluated as
well as blocked windows, doors and access panels. Closets and sink cabinets with
stored items were not fully visible. Evaluate these areas during the closing walk
through and document any findings. Please call 540-830-0259 with any questions.
Vacant: The property was not furnished and there was no storage present at the
time of inspection.
Items
3.0 Counters and Cabinets
Comments: Evaluated
3.1 Ceilings/Walls/Floors
Comments: Evaluated

The tile floor has typical settlement cracking for tile place over cement. Consider filling the crack with
grout.

3.1 lower garage bath
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3.2 Stairs and Railings
Comments: Evaluated
3.3 FLIR Wall/Ceiling Thermal Scan
Comments: Evaluated
3.4 Doors, Windows, Skylights (Representative #)
Comments: Evaluated

(1) The sliding door did not operate well at the time of inspection. Make adjustments for better
operation.

3.4

(2) The trim has areas of minor water damaged. Sand, caulk, fill and paint to guard against additional
damage.

3.4

3.4

(3) The door did not latch at the time of inspection. Adjust the door as needed for better operation.
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3.4
3.5 Garage Doors and Openers
Comments: Evaluated
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4. Heating and Cooling Systems
Styles & Materials
Heating System Type:
Heat Pump
Gas Back Up Emergency Heat

Cooling System Type:
Forced Air

Exhaust Flue Material/Type Gas/Oil Heating System:
PVC Exhaust Vent Piping

Items
4.0 Thermostat Function/Location
Comments: Evaluated

All HVAC systems were operational at the time of inspection.

4.0

4.0

4.0

4.0

Visible Duct Work:
Insulated
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4.0

4.0

4.0

4.0

4.0
4.1 Air Handler (Visible Components Only)
Comments: Evaluated

(1) Per the data plate on the air handler the estimated year that York manufactured it is 2016. Proper
maintenance can extend the life of many products, as well lack of maintenance can reduce the life of
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any product. Cleaning and service should be completed twice a year. The best time is when
switching from heating to cooling and cooling to heating. Check the life expectancy of your HVAC
unit.

4.1

4.1

(2) Per the data plate on the air handler the estimated year that Trane manufactured it is 2014.

4.1

4.1

(3) Per the data plate on the air handler the estimated year that Trane manufactured it is 2019.
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4.1

(4) Per the data plate on the air handler the estimated year that Trane manufactured it is 2011.

4.1

4.1

(5) Per the data plate on the air handler the estimated year that York manufactured it is 2017.

4.1

4.1
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(6) Per the data plate on the air handler the estimated year that Trane manufactured it is 2016.

4.1

4.1

(7) Per the data plate on the air handler the estimated year that York manufactured it is 2014.

4.1

4.1

(8) Per the data plate on the air handler the estimated year that York manufactured it is 2016.
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4.1

(9) Per the data plate on the air handler the estimated year that York manufactured it is 2018.

4.1

4.1

4.2 Condenser (Visible Components Only) (Window AC Units, Not Evaluated)
Comments: Evaluated

(1) Per the data plate on the condenser the estimated year that Trane manufactured it is 2016.
Proper maintenance can extend the life of many products, as well lack of maintenance can reduce
the life of any product. Cleaning and service is recommended twice a year. The best time is when
switching from heating to cooling and cooling to heating. Check the life expectancy of your HVAC
unit.
Per the data plate on the condenser the estimated year that York manufactured it is 2014. Proper
maintenance can extend the life of many products, as well lack of maintenance can reduce the life of
any product. Cleaning and service is recommended twice a year. The best time is when switching
from heating to cooling and cooling to heating. Check the life expectancy of your HVAC unit.
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4.2

4.2

(2) Per the data plate on the condenser the estimated year that Trane manufactured it is 2014.
Proper maintenance can extend the life of many products, as well lack of maintenance can reduce
the life of any product. Cleaning and service is recommended twice a year. The best time is when
switching from heating to cooling and cooling to heating. Check the life expectancy of your HVAC
unit.
Per the data plate on the condenser the estimated year that York manufactured it is 2018.
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4.2

4.2

(3) Per the data plate on the condenser the estimated year that York manufactured it is 2016. Proper
maintenance can extend the life of many products, as well lack of maintenance can reduce the life of
any product. Cleaning and service is recommended twice a year. The best time is when switching
from heating to cooling and cooling to heating. Check the life expectancy of your HVAC unit.

4.2

4.2
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(4) The insulating foam sleeve for condenser (outdoor unit) is damaged. Repair/replace the foam
sleeve for maximum energy efficiency.

4.2

4.2

(5) Per the data plate on the condenser the estimated year that York manufactured it is 2017. Proper
maintenance can extend the life of many products, as well lack of maintenance can reduce the life of
any product. Cleaning and service is recommended twice a year. The best time is when switching
from heating to cooling and cooling to heating. Check the life expectancy of your HVAC unit.
Per the data plate on the condenser the estimated year that York manufactured it is 2017.
Per the data plate on the condenser the estimated year that Trane manufactured it is 2021.

4.2

4.2
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4.2
4.3 HVAC Ducting System (Visible Areas Only)
Comments: Evaluated
4.4 Condensate Drainage System
Comments: Evaluated
4.5 Safety Controls/Disconnects
Comments: Evaluated
4.6 Flue Venting For Gas/Oil Heating System
Comments: Evaluated

Blosser
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5. Fireplaces/Chimneys
Styles & Materials
Type of Fireplaces:
None
Wood Burning Fireplace With Gas Log Insert
Extra Info : One one fireplace was a gas only unit. That unit is not installed to be operational. Per owner it is decorative
only.

Items
5.0 Chimney (Visible Exterior Only) Liner Evaluation by a Certified Chimney Sweep is Recommended
Comments: Evaluated

(1) The chimney does not have a rain cap/spark arrestor. Install a rain/bird screen to prevent rain
and pests from entering the chimney.

5.0

(2) The mortar cap for the chimney has cracks and signs of erosion. Clean the chimney cap and
apply new mortar to prevent water intrusion and maintain the integrity of the chimney.

5.0
5.1 Fireplace Hearth/Lintel/Damper/Fire Box
Comments: Evaluated
5.2 Gas/Electric Fireplace (Wall Mounted Gas Units) Gas Fireplace Supply Line/Valves
Comments: Evaluated
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The gas fireplace gas valve is not located in an easy access location. Relocate the valve so the gas
can be easily and quickly turned of in an emergency situation.

5.2

5.2

5.2
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6. Electrical System
Items
6.0 Receptacles (Representative #)
Comments: Evaluated

Although not required when the property was constructed, consider updating the receptacle to GFCI
protected for improved safety. Click here to learn more. Ground Fault Receptacles

6.0 main kitchen

6.0 main kitchen

6.1 Light Switches/Fixtures Ceiling Fans/Bath Exhaust Fans (Representative #)
Comments: Evaluated

(1) Due to the number of light switches through out the property, providing a legend during showings
would be advantageous.

6.1

(2) The electrical device that the light switch controls was not located today. See pictures for
additional information. Provide an explanation for the switch.
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6.1 center switch

6.1

6.1

6.1 right switch

6.1

6.1
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6.1 1st and second switch from left

6.1 center switch, left wing, top floor kitchen/office

6.1 left switch

6.1 3rd switch from left

(3) The light fixture is not operational. The typical cause is a light bulb, however, there may be an
issue with the switch or the fixture. Install a new bulb and verify operation.

6.1 Right Wing, top floor right side bathroom

6.1 Right Wing, rear master bathroom
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(4) The exhaust fan does not vent to the exterior. Upgrade by venting the exhaust fan to the outside.

6.1

6.1

6.2 Smoke and CO Detectors
Comments: Evaluated

The right wing front bedroom/s did not have a smoke detector installed at the time of inspection.
For occupant safety install smoke detectors in all locations recommended by the NFPA and follow all
of the manufacturers recommendations for testing, and detector and battery replacement. Follow this
link for more information. NFPA
Requested Re-evaluation Inspection Comments 7/26/2022 Smoke detectors have not been
installed.

6.2

6.2

6.3 Service Panels/Disconnects/Breakers/Branch Wiring
Comments: Evaluated

(1) The electrical panel located in the tunnel is a 200 AMP breaker panel manufactured by Cutler
Hammer. The visible branch circuit wiring is NM (plastic covered) type wiring. The 120 Volt visible
branch wiring is copper. The 220 Volt visible branch wire is copper. The main service wire is copper
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and a visible ground wire is present.

6.3 sub panel under right wing

(2) The electrical panel located in the right wing mechanical room is a 125 AMP breaker panel
manufactured by Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type
wiring. The 120 Volt visible branch wiring is copper. The 220 Volt visible branch wire is copper. The
main service wire is copper and a visible ground wire is present.

6.3

(3) The electrical panel located in the left wing basement is a 200 AMP breaker panel manufactured
by Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type wiring. The 120 Volt
visible branch wiring is copper. The 220 Volt visible branch wire is copper. The main service wire is
multi-strand aluminum and a visible ground wire is present.
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6.3

(4) The electrical panel located in the left wing basement is a 200 AMP breaker panel manufactured
by Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type wiring. The 120 Volt
visible branch wiring is copper. The 220 Volt visible branch wire is copper. The main service wire is
multi-strand aluminum and a visible ground wire is present.

6.3

(5) The electrical panel located in the right wing basement mechanical room is a 200 AMP breaker
panel manufactured by Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type
wiring. The 120 Volt visible branch wiring is copper. The 220 Volt visible branch wire is copper. The
main service wire is multi-strand aluminum and a visible ground wire is present.
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6.3

(6) The electrical panel located in the right wing basement mechanical room is a 200 AMP breaker
panel manufactured by Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type
wiring. The 120 Volt visible branch wiring is copper. The 220 Volt visible branch wire is copper. The
main service wire is multi-strand aluminum and a visible ground wire is present.

6.3

(7) The electrical panel located in the Right Wing attic is a 100 AMP breaker panel manufactured by
Cutler Hammer. The visible branch circuit wiring is NM (plastic covered) type wiring. The 120 Volt
visible branch wiring is copper. The main service wire is copper and a visible ground wire is present.
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6.3

(8) The electrical panel located in the left wing, top floor, rear mechanical room is a 125 AMP
breaker panel manufactured by Cutler Hammer. The visible branch circuit wiring is NM (plastic
covered) type wiring. The 120 Volt visible branch wiring is copper. The 220 Volt visible branch wire is
copper. The main service wire is multi-strand aluminum and a visible ground wire is present.

6.3
6.4 Arc Fault and Ground Fault Breakers
Comments: Evaluated
6.5 FLIR Thermal Scan of Electrical Panels
Comments: Evaluated

6.3
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7. Plumbing System
Styles & Materials
Type Of Visible Gas Line:
Yellow CSST
Black Steel

Items
7.0 Hose Bibs
Comments: Evaluated
7.1 Water Pressure
Comments: Evaluated
7.2 Faucets/Sinks/Supplies/Drains
Comments: Evaluated

(1) The faucet was not secure to the floor at the time of inspection. Tighten and secure the faucet to
prevent damage to the supply lines and faucet.

7.2

(2) The pedestal sink is not secure to the wall. Secure the sink to the wall to protect the plumbing
lines and prevent accidental movement.
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7.2
7.3 Toilets and Supply Line
Comments: Evaluated
7.4 Tub/Shower/Jacuzzi Surrounds/Fixtures
Comments: Evaluated
7.5 Water Heater Exterior Surfaces and Pressure Relief Valves
Comments: Evaluated

Picture 1 and 2:
Per the data plate on your water heater the estimated year that US Craftmaster manufactured the 40
gallon electric operated water heater in 2015. Proper maintenance can extend the life of many
products, as well lack of maintenance can reduce the life of any product. Water heater tanks can
have leaks inside the outer shell, which may not show on the exterior for several months. Check the
life expectancy of your water heater unit.

Picture 3 and 4:
Per the data plate on your water heater the estimated year that Bradford White manufactured the 50
gallon electric operated water heater water heater is K 2013.
Picture 5 and 6: Per the data plate on your water heater the estimated year that State manufactured
the 80 gallon electric operated water heater in 1996.
Picture 7 and 8:
Per the data plate on your water heater the estimated year that Bradford White manufactured the 40
gallon electric operated water heater water heater is X 2001 or X 2021.
Picture 9 and 10:
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Per the data plate on your water heater the estimated year that Bradford White manufactured the 40
gallon electric operated water heater water heater is X 2001 or X 2021.
Picture 11:
Per the data plate on your water heater the estimated year that Bradford White manufactured the 50
gallon electric operated water heater in W2000 or W 2020.
Picture 12 and 13:
Per the data plate on your water heater the estimated year that State manufactured the 80 gallon
electric operated water heater in 1996.

7.5

7.5

7.5

7.5
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7.5

7.5

7.5

7.5

7.5

7.5
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7.5

7.5
7.6 Hot Water Temperature
Comments: Evaluated

The water heaters produced an acceptable water temperature at the time of the inspection.
7.7 Visible Plumbing Distribution (Supply and Drain Lines)
Comments: Evaluated

The property appears to be served by a public water supply. The visible plumbing supply lines are
copper. The visible drain line is PVC. The main water shut off valve location is: (mechanical room in
basement of the right wing)
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7.7 right wing

7.8 Gas/Oil Line and Shut Off Valve
Comments: Evaluated

(1) This statement is required by the Virginia home inspector regulations. Have a licensed plumber
with gas fitter endorsement or a licensed electrician verify proper bonding.
§54.1-517.2:1. Home inspection; required statement related to the presence of yellow shaded
corrugated stainless steel tubing.
A. As used in this section: "Bonding" means connecting metallic systems to establish electrical
continuity and conductivity.
"Corrugated stainless steel tubing" or "CSST" means a flexible stainless steel pipe used to supply
natural gas or propane in residential, commercial, and industrial structures.
"Grounding" means connecting to the ground or to a conductive body that extends to ground
connection.
B. If a home inspector observes the presence of any shade of yellow corrugated stainless steel
tubing during a home inspection in a home that was built prior to the adoption of the 2006 Virginia
Construction Code, effective May 1, 2008, he shall include that observation in the report along with
the following statement: "Manufacturers believe that this product is safer if properly bonded and
grounded as required by the manufacturer's installation instructions. Proper bonding and grounding
of the product should be determined by a contractor licensed to perform the work in the
Commonwealth of Virginia."
Requested Re-evaluation Inspection Comments 7/26/2022 Corrected, see the contractors
invoice.
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7.8

(2) The location of the gas shut off valve: rear of the property, left side at tanks.

7.8
7.9 Gas Water Heater Flue/Venting
Comments: Evaluated
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8. Foundation/s
Styles & Materials
Foundation Type:
Basement
Crawlspace

Visible Foundation Wall Material:
Block
Concrete

Visible Floor Joist Type:
Engineered Floor Truss

Visible Girder Type:
Not Visible

Visible Support Columns/Piers Material:
Not Visible

Percent of Basement Finished:
100% Finished

Visible Insulation Type:
Not Visible

Crawlspace Inspected By:
Entered Limited and In Accessible Areas

Crawlspace Vent Type:
No Ventilation

Crawlspace Vapor Retarder:
Yes Appears To Be 6 MIL Plastic

Items
8.0 Foundation Walls (Visible)
Comments: Evaluated
8.1 Floor Supports/Girders/Headers/Piers/Columns (Visible)
Comments: Evaluated
8.2 Insulation (Visible)
Comments: Evaluated
8.3 Water Intrusion ( Signs of)
Comments: Evaluated
8.4 Crawlspace Access
Comments: Evaluated
8.5 Crawlspace Ventilation
Comments: Not Applicable
8.6 Crawlspace Vapor Retarder (Visible)
Comments: Evaluated

Aztec Home Inspections Inc.

Blosser

9(A) . Left Wing
Styles & Materials
Attic Access
Type:
Scuttle Hole

Attic Accessed:
No
Reason Attic Not Accessed: : Small space, not accessible. The left wing has cathedral
ceiling and attic space.

Attic
Ventilation:
Ridge Vents
Soffit Vents

Roof Structure Type:
Truss
Rafter

Items
9.0.A Ventilation Attic (Visible)
Comments: Evaluated
9.1.A Access Attic
Comments: Evaluated
9.2.A Roof Framing/Sheathing and Penetrations (Visible)
Comments: Evaluated
9.3.A Insulation Attic (Visible)
Comments: Not Evaluated

Attic
Insulation:
Fiberglass
Batt
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9(B) . Right Wing
Styles & Materials
Attic Access Type:
Pull down Stairs

Attic Accessed:
Yes: Entered, limited and inaccessible areas.

Attic Ventilation:
Ridge Vents
Soffit Vents

Roof Structure Type:
Truss
Rafter

Attic Insulation:
Fiberglass Blown

Items
9.0.B Ventilation Attic (Visible)
Comments: Evaluated
9.1.B Access Attic
Comments: Evaluated
9.2.B Roof Framing/Sheathing and Penetrations (Visible)
Comments: Evaluated

The roof sheathing has water stains that were randomly tested with a moisture meter at the time of
inspection. The meter did not detect moisture indicating no moisture was present at the time of
testing. Provide an explanation for the water stain.
Requested Re-evaluation Inspection Comments 7/26/2022 See the roofing contractors report.

9.2.B Right Wing attic, water leak sign noted today

9.2.B Right Wing attic, water leak sign noted today
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9.2.B moisture meter reading today, away from the
water leak sign
9.3.B Insulation Attic (Visible)
Comments: Evaluated

Blosser

9.2.B moisture meter reading today on the water leak
sign
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10. Certified Visual Mold Assessment

Suspect Mold Growth
According to the Virginia Home Inspector regulations reporting on the presence of a mold-like
substance is excluded from the home inspection process. Additionally, Virginia DOES NOT
REQUIRE mold inspectors or mold remediators to be licensed, obtain formal education, be
certified or insured. Buyer Beware! Your service contract also excludes the production of a Mold
Assessment Report and sample collection of suspect mold growth. If we discover any large
areas, (10 SqFt or larger) of a substance that appears to be mold growth, we recommend the
production of a Mold Assessment Report and the collection of at least six samples. The
provided pictures are for reference only and a picture of every area of suspect mold growth was
not taken. Furthermore, the removal of stored items, including furniture may reveal additional
suspect growth. Remodeling or repairs that may take place in the future may also reveal hidden
mold growth that was not visible at the time of inspection.
If mold is a concern, you are advised to have a Certified Mold Assessment and indoor air quality
testing conducted by a Certified Mold Inspector prior to the end of your inspection contingency
period.

Certified Mold Inspector

Items
10.0 Certified Visual Mold Assessment
Comments: Evaluated

No visible mold like substance was noted in the subject property today.
Mold Resources https://www.epa.gov/mold AIHA Mold Resource Center https://www.realtor.com/
advice/home-improvement/how-to-get-rid-of-mold/

